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MH07 - Honda K20 manifold for individual throttle bodies

May be ported out to 52mm at body flange and proportionally at head flange.
Undrilled bosses on top side for injector ports, vacuum tappings etc.
Undrilled bosses on underside for vacuum tappings.
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Kit per applicazione di farfalle singole coniche su motori 
K20EP3 per motori da competizione, composto di 4 corpi 
farfallati SFD, collettore di aspirazione adattatore, flauto 
benzina, leveraggi completi e di trombette in carbonio. 
Utilizzato per elaborazioni di tipo kit car, è stato progettato 
per uso competizioni, ma adattabile in tutti gli utilizzi, 
garantisce un'ottimizzazione dell'aspirazione e del 
riempimento della camera di combustione aumentando 
cosi' la potenza del motore. Per motori Honda K20EP3 
installati su svariate vetture come Civic Type R. L'nstallazione 
del kit, richiede la modifica della posizione della pompa 
dell'acqua e la sostituzione degli iniettori originali. 

CKHA07 HONDA K20 EP3

accessories are engineered for Motorsport, offering 
excellent performance, reliability, lightness and value. This 
kit is ideal for road, track or rally use. This kit is ideal for the 
Honda K20 EP3 shape cars like the Civic Type R. Modification 
of the water pump housing is required and the standard 

Made to order up to 2 weeks to dispatch.
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